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Product:

KGS Speedline® MD

Article Number: 18305

Identification

Brand: KGS Shape:

Sub-brand: Speedline® MD HS-Code: 68042100
Product Type: Milling tool Made in:

Industries: Stone, Ceramics

Abrasive Type:

Technology Type:

Description

KGS Speedline® MD is a versatile milling tool. The standard in the industry, thanks to its special composition. This
milling tool provides a very smooth finish. This saves time for the next steps in the work process, such as when the

inside of a sink needs to be polished.

This milling tool has a diameter of 22mm and a length of 50 mm with a Y2 inch GAS connection. Suitable for various
materials such as marble, composite and hard stone. This milling tool can be used on most modern CNC machines.

= Versatile and universal

= Very smooth finish, saves time in the next steps
= [deal for making small corners

= Perfect life time

INNOVATORS SINCE 1906 =j=

KGS.SWISS




Informations and Applications

Size (mm) 223

Size (in) 07/8in

Max. speed (RPM) 8000

Connector 1/2"R

Usage @ WET

Surface Materials Blue stone, Ceramic, Granite, Marble, Engineered stone, Composite
Machines CNC Machine

Colour and Grit Size
How-to-Use:

Colour
Silver
Packaging
Material: Paper & Cardboard % Recycled: 95
Dimensions: 80.0 mm (W) x158.0 mm (H) x 55.0 mm (L) N° Items:

Description:

Storage

2 years

We recommend to store the product between 15 and 25 degrees Celsius at maximum 65% humidity and use the
product within 2 years. The product should be kept dry preferably in a closed plastic bag in a carton box to ensure
optimal storing conditions and product performance.

Safety Information

(ORCORCORON

Please read the safety instructions before use. Wear protective gloves. Wear eye and ear protection. Wear a mask. Use
this product only in rooms with proper Air Ventilation.

INNOVATORS SINCE 1906 wj=

KGS.SWISS




Disclaimer

This technical data sheet is provided for descriptive and informational use only, and replaces all previous versions.
Thedirectives contained in this documentation are the result of our experiments and of our experience and have
beensubmitted in good faith. It is not a warranty, a contract, or a substitute for expert or professional advice.Because of
thediversity of the materials and substrates and the great number of possible applications which are out of our control,
wecannot accept any responsibility for the results obtained. Since the design, the quality of the substrate and
processingconditions are beyond our control, no liability under this publication is accepted.In every case it is
recommended tocarry out preliminary experiments. KGS reserves the right to modify products without prior notice.
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