
Product:

KGS RED™ K825 Tuck Point Wheel
Article Number: PP-19410

Identification

Brand: RED Shape: Circular (round)

Sub-brand: HS-Code: 82023900 

Colour: Black 

Product Type: Cutting disc Made in:

Industries: Stone 

Abrasive Type:

Technology Type:

Description

KGS RED™ K825 diamond saw is for cutting concrete, bricks, tiles, granite, composite, sand-lime brick, marble, aerated

concrete and plaster. A thick saw blade, especially for grouting joints. Suitable for dry use on an angle grinder. The saw

has extra vertical teeth to protect the segments. An ideal saw for excess grout removal. 

▪ Grooving disc for mortar joints

▪ Thick blade (6,35 mm)

▪ Extra vertical slots to prevent undercutting 



Informations and Applications

Size (mm) Ø115 Ø125

Size (in) 4 1/2 in 4 15/16 in

Max. speed (RPM) 13300 13300

Connector None

Bore (mm) 22.23

Application Cutting

Usage

Surface Materials Blue stone, Concrete, Granite, Marble, Engineered stone

Machines Angle Grinder

Packaging

Material: Paper & Cardboard % Recycled: 95 

Dimensions:
136.0 mm (W) x 158.0 mm (H) x 2.0 mm (L), 117.0 mm (W) x

141.0 mm (H) x 18.0 mm (L) 
Nº Items: 1 

Description:

Storage

2 years 

We recommend to store the product between 15 and 25 degrees Celsius at maximum 65% humidity and use the

product within 2 years. The product should be kept dry preferably in a closed plastic bag in a carton box to ensure

optimal storing conditions and product performance. 

Safety Information

Please read the safety instructions before use. Wear protective gloves. Wear eye and ear protection. Wear a mask. Use

this product only in rooms with proper Air Ventilation. 



Disclaimer

This technical data sheet is provided for descriptive and informational use only, and replaces all previous versions.

Thedirectives contained in this documentation are the result of our experiments and of our experience and have

beensubmitted in good faith. It is not a warranty, a contract, or a substitute for expert or professional advice.Because of

thediversity of the materials and substrates and the great number of possible applications which are out of our control,

wecannot accept any responsibility for the results obtained. Since the design, the quality of the substrate and

processingconditions are beyond our control, no liability under this publication is accepted.In every case it is

recommended tocarry out preliminary experiments. KGS reserves the right to modify products without prior notice. 

Product List

Art. Nº Product Size Bore (mm) Máx. Speed (rpm) Weight

19410 KGS RED™ K825 Tuck Point Wheel Ø 115 mm x 6.35 mm (T) 22.23 13300 273 

19411 KGS RED™ K825 Tuck Point Wheel Ø 125 mm x 6.35 mm (T) 22.23 13300 330 
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