
Product:

KGS RED™ K862 Diamond Drill for Concrete
Article Number: PP-17001

Identification

Brand: RED Shape: 

Sub-brand: HS-Code: 82023900 

Product Type: Drill Made in:

Industries: Stone 

Abrasive Type:

Technology Type:

Description

This concrete drill with crown is suitable for concrete, clinker, bricks and roof tiles. The drill is very aggressive thanks to

its shape and diamonds. Use the drill bit wet for an optimal lifetime. 

▪ Very aggressive due to diamond segment shape and position

▪ Extremely powerful

▪ Long lifetime when used wet 



Informations and Applications

Size (mm) Ø16 Ø18 Ø20 Ø22 Ø26 Ø30 Ø32 Ø35 Ø40 Ø46 Ø51 Ø56 Ø61 Ø66 Ø71 Ø76 Ø81 Ø86 Ø91 Ø101 Ø106 Ø111 Ø121 Ø126 Ø131 Ø141 Ø151 Ø160 Ø180 Ø200
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Máx. speed (RPM) 5000 4000 3700 3100 2700 2500 2300 2000 1800 1600 1500 1400 1300 1200 1100 1000 950 900 800 700 650 600 500 450 400

Connector 1/2"R

Usage

Surface Materials Concrete

Machines Drilling Machine

Packaging

Material: Paper & Cardboard % Recycled:

Dimensions: 405.0 mm (W) x 305.0 mm (H) x 300.0 mm (L) Nº Items:

Description:

Storage

2 years 

We recommend to store the product between 15 and 25 degrees Celsius at maximum 65% humidity and use the

product within 2 years. The product should be kept dry preferably in a closed plastic bag in a carton box to ensure

optimal storing conditions and product performance. 

Safety Information

How-to-Use:



Please read the safety instructions before use. Wear protective gloves. Wear eye and ear protection. Wear a mask. Use

this product only in rooms with proper Air Ventilation. 

Disclaimer

This technical data sheet is provided for descriptive and informational use only, and replaces all previous versions.

Thedirectives contained in this documentation are the result of our experiments and of our experience and have

beensubmitted in good faith. It is not a warranty, a contract, or a substitute for expert or professional advice.Because of

thediversity of the materials and substrates and the great number of possible applications which are out of our control,

wecannot accept any responsibility for the results obtained. Since the design, the quality of the substrate and

processingconditions are beyond our control, no liability under this publication is accepted.In every case it is

recommended tocarry out preliminary experiments. KGS reserves the right to modify products without prior notice. 

Product List

Art. Nº Product Size Weight Grit Size Colour Conection

17001 KGS RED™ K862 Diamond Drill for Concrete Ø 20 mm 339 1/2"R 

17002 KGS RED™ K862 Diamond Drill for Concrete Ø 26 mm 388 1/2"R 

17003 KGS RED™ K862 Diamond Drill for Concrete Ø 35 mm 560 1/2"R 

17004 KGS RED™ K862 Diamond Drill for Concrete Ø 40 mm 631 1/2"R 

17005 KGS RED™ K862 Diamond Drill for Concrete Ø 71 mm 1480 1/2"R 

17006 KGS RED™ K862 Diamond Drill for Concrete Ø 101 mm 2258 1/2"R 

17007 KGS RED™ K862 Diamond Drill for Concrete Ø 66 mm 1380 1/2"R 

17008 KGS RED™ K862 Diamond Drill for Concrete Ø 30 mm 462 1/2"R 

17009 KGS RED™ K862 Diamond Drill for Concrete Ø 51 mm 1040 1/2"R 

28967 KGS RED™ K862 Diamond Drill for Concrete Ø 151 mm 3822 1/2"R 

29604 KGS RED™ K862 Diamond Drill for Concrete Ø 131 mm 3200 1/2"R 

30481 KGS RED™ K862 Diamond Drill for Concrete Ø 111 mm 2544 1/2"R 

31112 KGS RED™ K862 Diamond Drill for Concrete Ø 81 mm 1800 1/2"R 

31499 KGS RED™ K862 Diamond Drill for Concrete Ø 91 mm 1910 1/2"R 

34446 KGS RED™ K862 Diamond Drill for Concrete Ø 16 mm 313 1/2"R 

34447 KGS RED™ K862 Diamond Drill for Concrete Ø 18 mm 325 1/2"R 

34448 KGS RED™ K862 Diamond Drill for Concrete Ø 22 mm 357 1/2"R 

34449 KGS RED™ K862 Diamond Drill for Concrete Ø 32 mm 490 1/2"R 

34450 KGS RED™ K862 Diamond Drill for Concrete Ø 46 mm 922 1/2"R 

34451 KGS RED™ K862 Diamond Drill for Concrete Ø 56 mm 1168 1/2"R 

34452 KGS RED™ K862 Diamond Drill for Concrete Ø 61 mm 1220 1/2"R 

34453 KGS RED™ K862 Diamond Drill for Concrete Ø 76 mm 1662 1/2"R 

34454 KGS RED™ K862 Diamond Drill for Concrete Ø 86 mm 1832 1/2"R 

34455 KGS RED™ K862 Diamond Drill for Concrete Ø 106 mm 2168 1/2"R 

34456 KGS RED™ K862 Diamond Drill for Concrete Ø 121 mm 2800 1/2"R 

34457 KGS RED™ K862 Diamond Drill for Concrete Ø 126 mm 2730 1/2"R 

34458 KGS RED™ K862 Diamond Drill for Concrete Ø 141 mm 3480 1/2"R 

34459 KGS RED™ K862 Diamond Drill for Concrete Ø 160 mm 4193 1/2"R 

34460 KGS RED™ K862 Diamond Drill for Concrete Ø 180 mm 1/2"R 



Art. Nº Product Size Weight Grit Size Colour Conection

34461 KGS RED™ K862 Diamond Drill for Concrete Ø 200 mm 1/2"R 
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