
Product:

KGS Speedline® ORG
Article Number: PP-17732

Identification

Brand: KGS Shape: Circular (round)

Sub-brand: Speedline® ORG HS-Code: 82079010, 68053000 

Product Type: Disc Made in:

Industries: Stone 

Abrasive Type: Diamond 

Technology Type: Resin | Coating 

Description

The KGS Speedline® ORG diamond polishing disc is one of the most widely used diamond polishing discs in the

natural stone and concrete processing industry. The high diamond concentration and unique hardness provide an

excellent shine, long life and fast results. 

The disc is suitable for grinding and polishing the most common materials such as granite, marble, hard stone,

ceramic, composite, terrazzo and even concrete. In addition to grinding, the disc can also be used to make facets and

polish edges. The disc is provided with velcro on the back. In combination with an adapter, the discs are suitable for

wet use on an angle grinder. 

KGS Speedline® ORG series contains different grits, which can be used both separately and together. For a nice glossy

result, it is recommended to use the grits of the KGS Speedline® ORG series consecutively. Grit 50 to 120 are suitable

for calibrating and grinding. Grit 400 to 800 can be used for smoothing of surfaces and gives a matt surface effect.

Please note that with concrete, grit 400 to 800 is enough for a shiny effect. On other types of stone grit 1500 and 3000

will give a shiny end result. Do you want just the extra gloss? Then there is grit 10000 finishing touch. 



▪ Optimum edging result

▪ Perfect grinding tool

▪ Ø125 is ideal for larger surfaces (terrazzo) 

Informations and Applications

Size (mm) Ø100 Ø125

Size (in) 3 15/16 in 4 15/16 in

Max. speed (m/s) 45

Connector QRS

Bore (mm) 25 25

Usage

Surface Materials Blue stone, Concrete, Granite, Marble, Terrazzo, Engineered stone, Composite

Machines Handheld Machine

Backing Description QRS | Neutral

Backing Stretch Medium

Backing Colour Depends on grit size



Packaging

Material: Paper & Cardboard % Recycled: 60, 95 

Dimensions:
127.0 mm (W) x 148.0 mm (H) x 32.0 mm (L), 103.0 mm (W) x

130.0 mm (H) x 15.0 mm (L) 
Nº Items:

Description:
Cardboard box printed with KGS logo, information,

identification label and product user guide inside.

Storage

2 years 

We recommend to store the product between 15 and 25 degrees Celsius at maximum 65% humidity and use the

product within 2 years. The product should be kept dry preferably in a closed plastic bag in a carton box to ensure

optimal storing conditions and product performance. 

How-to-Use:
Colour and Grit Size

Colour Grit Size Finish Type

Grey
50 Extreme coarse

Green
60 Extreme coarse

Black
120 Coarse grinding

Red
200 Medium grinding (smoothing)

Yellow
400 Semi Polishing

White
800 Polishing

Blue
1500 Fine polishing

Orange
3000 Very fine polishing (glossy)

Brown
10000

Buff
10000 Ultra Shining



Safety Information

Please read the safety instructions before use. Wear protective gloves. Wear eye and ear protection. Wear a mask. Use

this product only in rooms with proper Air Ventilation. 

Disclaimer

This technical data sheet is provided for descriptive and informational use only, and replaces all previous versions.

Thedirectives contained in this documentation are the result of our experiments and of our experience and have

beensubmitted in good faith. It is not a warranty, a contract, or a substitute for expert or professional advice.Because of

thediversity of the materials and substrates and the great number of possible applications which are out of our control,

wecannot accept any responsibility for the results obtained. Since the design, the quality of the substrate and

processingconditions are beyond our control, no liability under this publication is accepted.In every case it is

recommended tocarry out preliminary experiments. KGS reserves the right to modify products without prior notice. 

Product List

Art. Nº Product Size Weight Grit Size Colour Conection

17732 KGS Speedline® ORG Ø 100 mm 36 50 Grey QRS 

17733 KGS Speedline® ORG Ø 100 mm 36 60 Green QRS 

17734 KGS Speedline® ORG Ø 100 mm 36 120 Black QRS 

17735 KGS Speedline® ORG Ø 100 mm 36 200 Red QRS 

17736 KGS Speedline® ORG Ø 100 mm 36 400 Yellow QRS 

17737 KGS Speedline® ORG Ø 100 mm 36 800 White QRS 

17738 KGS Speedline® ORG Ø 100 mm 36 1500 Blue QRS 

17739 KGS Speedline® ORG Ø 100 mm 36 3000 Orange QRS 

17740 KGS Speedline® ORG Ø 100 mm 41 10000 Buff QRS 

17750 KGS Speedline® ORG Ø 125 mm 58 50 Grey QRS 

17751 KGS Speedline® ORG Ø 125 mm 58 60 Green QRS 

17752 KGS Speedline® ORG Ø 125 mm 61 120 Black QRS 

17753 KGS Speedline® ORG Ø 125 mm 63 200 Red QRS 

17754 KGS Speedline® ORG Ø 125 mm 57 400 Yellow QRS 

17755 KGS Speedline® ORG Ø 125 mm 61 800 White QRS 

17756 KGS Speedline® ORG Ø 125 mm 61 1500 Blue QRS 

17757 KGS Speedline® ORG Ø 125 mm 61 3000 Orange QRS 

17758 KGS Speedline® ORG Ø 125 mm 10000 Brown 
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