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MAKES WATER WORK

62759 - Power Cleaner F8 10L

Fernox Power Cleaner F8 10L is a super strength, fast-acting cleaner formulated for use in large and heavily contaminated commercial
and light commercial heating systems. Its citrate-based, pH neutral formulation effectively removes sludge, debris and limescale
without the need to neutralise. The product helps to extend system life and restore heating efficiency in accordance with BS 7593:2019
and industry best practice.

One 10L container of Power Cleaner F8 treats up to approximately 2000 litres of system water. Power Cleaner F8 is compatible with all
metals and materials commonly used in heating systems, including aluminium.

« Citrate-based cleaner for use in heavily contaminated systems in accordance with BS 7593:2019

+ Simple application, add via a system dosing pot

« Fast-acting; accelerates all cleaning processes including powerflushing, manual and magnetic flushes
* Removes sludge, limescale and corrosion debris

+ Non-acidic (pH neutral), non-toxic & non-foaming

+ Compatible with all metals and materials commonly used in heating systems, including aluminium

Application

One 10L container of Power Cleaner F8 treats up to approximately 2000 litres of system water. Add the product via a suitable dosing
point such as a dosing pot, header tank, or in-line system filter.

Power Cleaner F8 should be circulated throughout the system for a minimum of one hour at normal operating temperature. For heavily
fouled systems, circulation time can be extended or the cleaner may remain in the system for up to one week under normal heating

cycles.

Once cleaning is complete, the system must be drained and thoroughly flushed, until the water runs clear. When used with a
powerflushing machine, refer to the unit manufacturer’s instructions and ensure dynamic flushing with mains water.

After cleaning, refill the system with fresh water and dose with a Fernox Protector, such as Protector F9 or Protector+ Filter Fluid, to
provide long-term protection against corrosion and limescale.

For single feed indirect cylinders (e.g. ‘Primatic’ or similar), only potable water chemicals must be used.
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Packaging, Handling & Safety
Power Cleaner F8 10L is supplied in 10 litre drums, 20 litre drums, 205 litre drums and 1000 litre IBCs.

Keep out of reach of children. Do not mix with other chemicals. For further information on handling and safety, please refer to the
Safety Data Sheet (SDS).

Specification

Colour: Orange

Odour: Aromatic

Form: Liquid

pH(conc): 7.2

pH(0.5% soln): 6.5-7.7
SG:1.16 @ 20°C

Volumetrics & Barcodes

Barcode EAN 5014551627598 OCU Barcode

Single Unit Weight (kg) 12.0 Outer Carton Weight (kg) 12.0
Single Unit Height (mm) 310 Outer Carton Height (mm) 310
Single Unit Width (mm) 230 Outer Carton Width (mm) 230
Single Unit Depth (mm) 205 Outer Carton Depth (mm) 205

Safety Data Sheet (EN-GB-EN)

https://files.plytix.com/api/v1.1/file/public_files/pim/assets/45/7d/ae/5f/5fae7d45¢573435950d65e1e/texts/3f/c2/7¢e/
69/697ec23f3fa62706d5819b26/62759-GB-GB_z88cdj.pdf
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